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MECHANICAL SEAL CENTRIFUGAL PUMPS
Mechanical seal centrifugal pumps are the right 

The seal in mechanical seal pumps is composed 
by a static ring and a rotating ring placed on the 
pump shaft which is directly coupled to the motor 
shaft. The two surfaces sliding together need to be 

that is being pumped.

GemmeCotti supplies the following model of 
mechanical seal pump:

HCO 
• Thermoplastic pumps made of PP or PVDF.
• Capacity up to 130 m3/h.
• Head up to 48 mlc.
• Two different kind of mechanical seal available:     
   lip seal for model HCO 95-10, internal PTFE bellow 
   mechanical seal for all the other pump sizes.
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MATERIALS IN CONTACT WITH THE LIQUID

PART NUMBER - DESCRIPTION
MECHANICAL SEAL PUMPS

HCO 

1 – PUMP HEAD PP OR PVDF

PTFE + 2O3

4- COVER PP OR PVDF

PP OR PVDF

MECHANICAL 
SEAL 

CENTRIFUGAL 
PUMPS



HCO
MECHANICAL SEAL 
CENTRIFUGAL PUMPS

PERFORMANCE CURVES 50HZ - 2900 RPM

MAIN FEATURES
Centrifugal pumps series HCO with mechanical seal 
are made of thermoplastic  materials (Polypropylene 
and PVDF) and are suitable for high corrosive liquids 
containing solids in suspension. The seal of pumps 
HCO size 95-10 is guaranteed by a special elastomeric 
lip seal, while all the other pump sizes (from size 110 
to 170) are equipped with an internal PTFE bellows 
mechanical seal (sic/ceramic), which is manufactured 
by GemmeCotti.

• Materials available: PP / PVDF.

• Temperature: PP: max 70° C - PVDF: max 90°C.
• Max viscosity: 200 cSt.

• Lip seal for pumps size 95-10; internal PTFE
   bellows mechanical seal for all the other sizes.
• Suitable for high corrosive liquids containing
   solids in suspension (non-abrasive solids

STANDARD
• Gas threaded in and out connections.
• Direct starting motor.

OPTIONAL
.) ISNA ro N ID( elbaliava segnalF •

• Dry-running protection device.
• Baseplate (from HCO 95 to HCO 140).

   - max. 5% - dimension max. 3 mm).

• Available in ATEX   version for zone 2 I I 3G (pump mod. EM-CO).
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HCO 95 HCO 110
HCO 120

HCO 130

HCO 140

HCO 150
HCO 155

HCO 160

HCO 170

HCO 180

HCO 200



HCO TECHNICAL DATA

PUMP
MATERIAL

Q MAX H MAX PUMP WEIGHT (kg)
POWER (KW) - 2900 rpm50HZ (m3/h) 60HZ (usgpm) 50HZ (mcl) 60HZ (ft) PP PVDF

PP- PVDF 12 12 1 1/2" FEMALE 1" MALE 12

PP- PVDF 13 2 1/2" MALE 2" MALE 12 1,1

PP- PVDF 16 2 1/2" MALE 2" MALE 12

PP- PVDF 2 1/2" MALE 2" MALE 12 2,2

PP- PVDF 212 22 2 1/2" MALE 2" MALE 11 13

B3 - B5
KW

DIMENSIONS - mm - 

A B C D E G Hs H I - L M N O P Q

71 B 112 71 9 1” 1/2 FEMALE 1” MALE

1,1 91 13 ELAM 2/1 ”2 232 66 2” MALE

91 13 2” 1/2 MALE 66 2” MALE

2,2 91 13 2” 1/2 MALE 66 2” MALE

3 219 91 13 2” 1/2 MALE 66 63 2” MALE

HCO 95/10 - 110 - 120 - 130 - 140 PP/PVDF
DIMENSIONS
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219 91 13 2” 1/2 MALE 0066 2” MALE

91 13 2” 1/2 MALE 66 2” MALE
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4. MECHANICAL SEAL CENTRIFUGAL PUMPS

SIZE
SUITABLE MOTOR MOTOR FLANGE

AND FRAME
SUCTION

CONNECTION
DISCHARGE

CONNECTION

PUMP FLANGES DIMENSIONS - mm - PUMP BASEPLATE DIMENSIONS - mm -

PUMP MOTOR
FLANGE

TYPE

TYPE

TYPE



HCO TECHNICAL DATA

Q MAX H MAX PUMP WEIGHT (kg)

POWER (KW) - 2900 rpm50HZ (m3/h) 60HZ (usgpm) 50HZ (mcl) 60HZ (ft) PP PVDF

PP- PVDF 26 3" MALE 2 1/2" MALE 11 13

PP- PVDF 29 3" MALE 2 1/2" MALE 11 13

PP- PVDF 36 3" MALE 2 1/2" MALE 11 13

PP- PVDF 3" MALE 2 1/2" MALE 11 13

B3 - B5
KW

DIMENSIONS - mm - 

A B C D E G Hs H I - L M N O P Q

132 SA - SB 216 132 91 3” MALE 2” 1/2 MALE

132 SB 216 132 91 3” MALE 2” 1/2 MALE

HCO 150 - 155 - 160 - 170 PP/PVDF
DIMENSIONS

PUMP

FLANGES DIMENSIONS - mm -

R S T U V Z DNs DNd

216 132 91 3” MALE 2” 1/2 MALE

132 MA 216 132 91 3” MALE 2” 1/2 MALE

132 MA 216 132 91 3” MALE 2” 1/2 MALE

132 SA - SB

4. MECHANICAL SEAL CENTRIFUGAL PUMPS

PUMP
SIZE

MATERIAL
SUCTION

CONNECTION
DISCHARGE

CONNECTION
SUITABLE MOTOR 

TYPE

PUMP
TYPE

MOTOR
FLANGE



HCO TECHNICAL DATA

Q MAX H MAX PUMP WEIGHT (kg)

50HZ (m3/h) 60HZ (usgpm) 50HZ (mcl) 60HZ (ft) PP PVDF

PP- PVDF 3 1/2" MALE     2 1/2" MALE 13 155

PP- PVDF

HCO 180 - 200 PP/PVDF
DIMENSIONS

R S T U V Z DNs DNd

2900 rpm

" 3 1/2"  MALE 555131
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ROTATION

DIN FLANGES
PN 10

B5
P (KW)

DIMENSIONS - mm -

A B C D E F G H Hs Hd I L * M N O P Q

HCO 180 160 M2 11 475 393,5 250 360 225 43,5 70 330 12 10 3-1/2” MALE 520 103 118,5 205,5 350 2-1/2” MALE

HCO 180 160 M2 15 475 393,5 250 360 225 43,5 70 330 12 10 3-1/2” MALE 520 103 118,5 205,5 350 2-1/2” MALE

HCO 180 160 L2 18,5 475 393,5 250 360 225 43,5 70 330 12 10 3-1/2” MALE 560 103 118,5 205,5 350 2-1/2” MALE

HCO 200 160 M2 15 475 390 250 360 225 47 66,5 330 10 12 4” MALE 520 103 118,5 205,5 350 3-1/2” MALE

HCO 200 160 L2 18,5 475 390 250 360 225 47 66,5 330 10 12 4” MALE 560 103 118,5 205,5 350 3-1/2” MALE

HCO 200 180 M2 22 475 390 250 360 225 47 66,5 330 10 12 4” MALE 620 103 118,5 205,5 350 3-1/2” MALE

HCO 200 200 L2 37 475 390 250 360 225 47 66,5 330 10 12 4” MALE 680 103 118,5 205,5 400 3-1/2” MALE

4. MECHANICAL SEAL CENTRIFUGAL PUMPS
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